
MEDUW

JEBBB

PAWEK

WASTE

HITME

JESJI

FIXIX
ROPPR

JAKER

PIRMD

RBELL

ZELMA

JOTNU

BESSY

1
8
6
^

(1
3
)

1
4
7
^

(1
5
)

BOACH

255^
(6)

19
9^1
9
8
^

(7
)

(7
)

1
9
8
^

(5
)

190^
(5)

235
(7)

075^
(4)

BAKRR
075^

(6)

074^
(6)

MINEY

1
4
4
^

(7
)

21
0^

(1
2)

217^

(1
4)

HECTOR
HEC

21
3^10

00
0

(7
8)

1
6
7
^

(5
4
)

1
8
5
^

1
0
0
0
0

(2
9
)

20
8^10
00

0
(1

8)

010^
(3)

BOACH ONE DEPARTURE LAS VEGAS, NEVADA

McCARRAN INTL (LAS)LAS VEGAS/

SL-662 (FAA)

(BOACH1.BOACH)

(RNAV)  

BOACH ONE DEPARTURE LAS VEGAS, NEVADA

McCARRAN INTL (LAS)LAS VEGAS/
(BOACH1.BOACH)

(RNAV)  

(NARRATIVE ON FOLLOWING PAGE)

NOTE:  Chart not to scale.

ATIS 132.4

CLNC DEL

118.0  379.95

GND CON

121.1  385.5 E of 1R/19L

121.9  254.3 W of 1R/19L

LAS VEGAS TOWER

118.75  257.8 (Rwy 1/19)

119.9  257.8 (Rwy 7/25)

LAS VEGAS DEP CON

125.9  380.05
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NOTE: RADAR REQUIRED

NOTE:  Runways 1L/R, monument 2.87 NM north of

            departure end of runway, 1149’ AGL/3189’ MSL.

NOTE:  Runway 19R, pole, 1135’ right of centerline from

            departure end of runway, 40’ AGL/2249’ MSL.

NOTE:  For use by /E, /F, /R (RNP 1.0), and /G equipped

            aircraft only.  1. /E and /F aircraft are required to

            update navigation system at a known location 30

            minutes prior to takeoff.  2. /G aircraft with selectable

            CDI must set CDI to 1 NM terminal sensitivity. Aircraft

            without selectable CDI must use flight director.

NOTE:  DME/DME RNP-1.0 authorized; LAS and BLD

            must be operational.
TWENTYNINE PALMS

TNP

TAKE-OFF MINIMUMS

Runway 1L, 1100-3 with minimum climb of 490’ per NM to 7000.

Runway 1R, 1100-3 with minimum climb of 500’ per NM to 7000.

Runways 7L/R, standard with minimum climb of 400’ per NM to

8000.

Runways 19L/R, 25L/R, standard with minimum climb of 400’ per

NM to 7000.
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